
BURNER SETUP:
Outage Inspection Sheet- Internal physical measurements of burner setup

Location           Outer Register
Wall Pulv Burner # Shroud
Front E 1 5.25

2 6.25
3 6.50
4 6.00
5 6.00
6 6.00

A 1 6.00
2 6.00
3 6.00
4 6.00
5 5.75
6 5.25

F 1 6.00
2 6.75
3 6.25
4 6.63
5 6.50
6 6.75

B 1 6.50
2 7.63
3 7.50
4 7.25
5 7.13
6 7.75

Rear D 1 6.75
2 6.50
3 6.25
4 5.50
5 6.25
6 6.50

H 1 5.13
2 5.63
3 4.63
4 4.38
5 4.13
6 4.75

C 1 5.38
2 5.75
3 5.75
4 6.25
5 5.75
6 5.50

G 1 6.25
2 5.75
3 6.50
4 6.00
5 5.63
6 6.00

NOTES:

Unit # 2
Date 3/28/92

Items

Inspection Aaron Nissen
By:       Garry Christensen

Inner Register
Vanes (left & right), Ave T/C Vanes Backplate

4.25 5.25 open 2.75
4.75 3.75 100% 2.75
4.25 4.25 100% 2.34
4.75 6.75 100% 3.00
4.00 3.75 100% 2.50
4.25 5.25 100% 1.75
5.25 5.00 100% 3.88
4.75 4.25 100% 4.25
4.00 7.00 100% 3.63
6.00 4.75 100% 2.75
5.75 6.50 100% 2.75
5.25 4.00 100% 3.25
3.25 4.00 100% 2.00
5.50 5.25 100% 1.75
5.25 4.50 100% 2.25
3.50 5.25 100% 3.88
5.75 5.75 100% 2.88
3.75 5.00 100% 3.13

4.00 5.50 4.75 4.50 100% 4.88
3.25 5.00 4,13 3.00 100% 4.75
4.00 5.00 4.50 5.00 100% 5.00
5.75 5.00 5.38 3.25 100% 3.50
4.75 4.75 4.75 6.00 100% 3.50
5.25 4.25 4.75 3.00 100% 4.00

5.25 6.00 5.63 4.25 100% 3.00
6.00 5.25 5.63 4.75 100% 3.00
6.00 5.75 5.88 5.25 100% 3.25
4.50 4.75 4.63 3.00 100% 3.88
6.50 6.75 6.63 4.25 100% 4.34
5.50 5.75 5.63 3.25 100% 3.63
8.00 6.50 7.25 2.50 100% 3.00
6.50 6.25 6.38 4.25 100% 3.25
7.50 6.25 6.88 3.00 100% 3.00
6.75 7.25 7.00 4.25 100% 3.25
5.25 6.25 5.75 2.00 100% 3.00
6.50 7.00 6.75 5.25 100% 4.00
5.50 6.00 5.75 4.50 100% 2.63
5.25 5.00 5.13 3.25 100% 2.75
4.75 6.00 5.38 6.25 100% 3.50
5.75 6.00 5.88 3.50 100% 3.25
4.50 4.50 4.50 4.50 100% 1.63
4.00 4.25 4.13 3.00 100% 3.50
5.75 5.50 5.63 3.00 100% 3.00
6.25 6.50 6.38 4.25 100% 3.00
6.50 6.00 6.25 2.00 100% 2.34
5.25 5.00 5.13 4.25 100% 4.00
5.25 6.25 5.75 3.00 100% 3.75
4.75 4.75 4.75 2.50 100% 4.25

changed during the Outage.
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